Shelton State Community College will receive sealed bids in its Purchasing Office until **3/6/2013 at 2:00 PM** for the items described in the bid invitation. Bids will be publicly opened and read aloud in the Volkert Conference Room, Room #3605A.

**SUBMIT BID PROPOSAL TO:**

Bid Number  **6-13-SS**  
Attention:  Judy Johnson  
Shelton State Community College  
9500 Old Greensboro Road  
Tuscaloosa, AL  35405

Page   Contents

2-3   General Conditions and Instructions to Bidders
4-5   Specifications
6   Bid Proposal Form
7   Bid Certificate
8-9   State of Alabama Disclosure Statement
10-15   Attachment

"No Bid" Responses Are Requested
1. All bids are to be in sealed envelopes with the above bid number and opening on the outside of the envelope. All forms should be completed and included in the sealed envelope. Mark your bid to the attention of Judy Johnson, Purchasing Officer.

2. Only written modifications to proposals will be accepted.

3. Bidders may submit proposals on any one or all items listed. However, the College reserves the right to select and purchase individual items.

4. All bid prices are to be quoted F.O.B. Shelton State Community College, Tuscaloosa, Alabama.

5. The College reserves the right to accept or reject any bid or part thereof and waive informalities that may be deemed in the best interest of the College.

6. References in the specifications to name brands, catalogue numbers, etc., are for identification purposes only and in no way are intended to eliminate or discourage the offering of substitute items which equal the specifications.

7. If quotations are offered on substitute items, the bidder must include catalogues/brochures with complete descriptions and manufacturers' specifications.

8. Guarantees/warranties are to be furnished by the vendor as provided by the manufacturer.

9. Bid prices are not to include tax. Tax exemption certificates furnished upon request.

10. All items are to be free from defects in material and workmanship. If items are defective or damaged or do not meet the specifications, they are to be replaced immediately by the vendor at no additional cost to the college.

11. Quantities listed on the specifications sheet are believed to be correct. However, the college reserves the right to alter or vary the quantities for a period of ninety (90) days from the bid opening.

12. No payments on partial shipments will be made until all items have been received in good condition.
13. No bid may be withdrawn after the scheduled closing time for receipts of bids for a period of thirty (30) days.

14. Any and all damages caused to the College by the successful bidder will be repaired promptly at no cost to the College.

15. This proposal is to be made without connection with any other person, company, or parties making a bid or proposal and is to be in all respects fair and in good faith, without collusion or fraud.

16. The contractor must comply with all federal, state, county and city laws regarding license fees and agreements.

17. The contractor must comply with Alabama Act 2011-535 and agrees to submit an Affidavit of Alabama Immigration Law Compliance as well as an E-Verify Memorandum of Understanding.

18. Nonresident Bidder Information: Act Number 2001-637 of the 2001 Alabama Legislature, which became effective on May 21, 2001, and is codified as Code of Alabama, Section 39-3-5, provides as follows:

Section 1: In the letting of public contracts in which any state, county or municipal funds are utilized, except those contracts funded in whole or in part with funds received from a federal agency, preferences shall be given to resident contractors, and a non resident bidder domiciled in a state having laws granting preference to local contractors shall be awarded Alabama public contracts only on the same basis as the nonresident bidder’s state awards contract to Alabama contractors bidding under similar circumstances; and resident contractors in Alabama, as defined in Section 39-2-12, be they corporate, individuals or partnerships, are to be granted preference over nonresidents in awarding of contracts in the same manner and to the same extent as provided by the laws of the state domicile of the nonresident.

Section 2: A summary of this law shall be made a part of the advertised specifications of all projects affected by this law.
SPECIFICATIONS

Please bid on the items listed on pages 4-5, or equivalent, for Shelton State Community College.

Charges for postage/handling/delivery should be included in the bid price.

Shelton State reserves the right to purchase any additional quantity of the above referenced item for a period of at least three hundred sixty-five days (one year) following the bid opening date.

If you have general bid questions, please contact Judy Johnson at 205.391.2238.

For questions regarding the bid specifications, please contact Jason Moore at 205.391-5809.

CERTIFICATION PURSUANT TO ACT NUM. 2006-557

ALABAMA LAW (SECTION 41-4-116, CODE OF ALABAMA 1975) PROVIDES THAT EVERY BID SUBMITTED AND CONTRACT EXECUTED SHALL CONTAIN A CERTIFICATION THAT THE VENDOR, CONTRACTOR, AND ALL OF ITS AFFILIATES THAT MAKE SALES FOR DELIVERY INTO ALABAMA OR LEASES FOR USE IN ALABAMA ARE REGISTERED, COLLECTING, AND REMITTING ALABAMA STATE AND LOCAL SALES, USE AND/OR LEASE TAX ON ALL TAXABLE SALES AND LEASES INTO ALABAMA. **BY SUBMITTING THIS BID, THE BIDDER IS HEREBY CERTIFYING THAT THEY ARE IN FULL COMPLIANCE WITH ACT NO. 2006-557. THEY ARE NOT BARRED FROM BIDDING OR ENTERING INTO A CONTRACT PURSUANT TO 41-4-116, AND ACKNOWLEDGES THAT THE AWARDING AUTHORITY MAY DECLARE THE CONTRACT VOID IF THE CERTIFICATION IS FALSE.**
PLEASE SEE ATTACHED FOR BID SPECIFICATIONS
BID SPECIFICATIONS

6-13-SS
BID PROPOSAL FORM

Proposal of ______________________________________________________

(Company Name)

 of ____________________________________________________________

(City and State)

Hereinafter, called "Bidder," a corporation, organized and existing under the laws of the State of ________________, a partnership, or an individual doing business as:

______________________________________________________________

TO: Shelton State Community College
9500 Old Greensboro Rd.
Tuscaloosa, AL  35405
Attn: Judy Johnson

Bid Price $_____________________________________________________

Federal Identification # ________________________________
I hereby affirm I have not been in any agreement or collusion among bidders or prospective bidders in restraint of freedom of competition, by agreement to bid at a fixed price or to refrain from bidding, or otherwise.

__________________________________________________
Firm or Company Name

__________________________________________________
Address

__________________________________________________
City, State and Zip Code

__________________________________________________
Telephone Number                Fax Number

__________________________________________________
Name of Company Representative  (Please Print)

__________________________________________________
Signature of Company Representative

**BID CERTIFICATE MUST BE NOTARIZED**

Sworn and subscribed before me this the __________ day of ______________, 20____.

__________________________________________________
Notary Public

__________________________________________________
Date my commission expires
ATTACHMENT

Vehicle Alignment System Specifications

The Vehicle Alignment System shall contain one (1) Alignment Console, four (4) Alignment Laser Cameras with Reflective Targets, four (4) Wheel-off Adjustment Adapters, one (1) Drive-on Scissor Type Lift, and one (1) Alignment Adjustment Tool Set with quantities of one tool each. All items included in this bid are components of a system and must be bided as a single package.

Alignment Console Specifications:

<table>
<thead>
<tr>
<th>Requirement</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Power Requirements</td>
<td>115/230V, 15 amp*, 50/60 Hz, 1 ph †</td>
</tr>
<tr>
<td>Processor</td>
<td>3.06 Ghz Intel® Core™ i3</td>
</tr>
<tr>
<td>Memory</td>
<td>4 GB of DDR3 SDRAM</td>
</tr>
<tr>
<td>Hard Drive</td>
<td>250.0 GB SATA Hard Drive (or greater)</td>
</tr>
<tr>
<td>DVD-RW/CD-RW Drive</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Monitor Class</td>
<td>24” Widescreen</td>
</tr>
<tr>
<td>Wireless Network Module</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Operating System</td>
<td>Windows® 7</td>
</tr>
<tr>
<td>Supports TD Targets</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Supports HD Targets</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Large Console with Drawers</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Console Dimensions</td>
<td>36” (W) x 67.5” (H) x 30” (D)</td>
</tr>
<tr>
<td>Compact Console with Printer Drawer</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Console-top Storage and Charging</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Color Ink Jet Printer</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Vehicle Alignment Software</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Vehicle Specifications (30 plus years)</td>
<td>Yes - Standard - 2 Years Free Updates</td>
</tr>
<tr>
<td>Real-Time Specs Delivered by Web</td>
<td>Yes - Standard - 2 Years</td>
</tr>
<tr>
<td>Steering Angle System Reset</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>VIN Barcode Reader</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Complete TPMS Reset Database</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Live Ride Height Adjustment</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Fully Integrated Alignment</td>
<td>Yes (FIA Equipped Rack Required)</td>
</tr>
<tr>
<td>Modified Vehicle Alignment</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Vehicle Inspection with Photos</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Tools and Kits - Basic Catalog</td>
<td>Yes - Complete Standard</td>
</tr>
<tr>
<td>Tools and Kits - Video and Photos</td>
<td>Yes - Complete Standard</td>
</tr>
<tr>
<td>Equipment Video Help / Assistance</td>
<td>Yes - Standard</td>
</tr>
<tr>
<td>Web based Vehicle Specifications</td>
<td>Yes - 2 Years Free Standard</td>
</tr>
<tr>
<td>Training and Productivity Aids</td>
<td>4,000+ Photos, 1,600+ Illustrations, 400+ Videos and Animations</td>
</tr>
</tbody>
</table>
Supports Remote Control  Yes - Standard
Steering Wheel Holder  Yes - Standard
Brake Pedal Depressor  Yes - Standard
Wireless Remote  Yes - Standard
Power Line Filter  Yes - Standard
Drive-on Camera Compatible  Yes - Standard
Drawer Organizer kit  Included

**Warranty**
6 months labor and 3 years parts.

**Notes**
Vendor is responsible for shipping, rigging, lifting, set up, installation, and training
Wheel Aligner should be a Hunter WA443 or an approved equivalent.
Alignment Camera and Targets Specifications:

**Standard Features and Accessories**

- Sensor mount type: Manually adjustable mobile cabinet mount
- Power source: Supplied by console
- TD targets: Standard
- Quick grip adaptors: Standard
- Vertical camera adjustment: Standard
- Mobile – bay-to-bay: Standard
- Quick comp: Standard
- High resolution cameras: Standard
- Customizable lighted sign: Standard
- FIA compatible: Standard
- Multiple target storage Configurations: Standard

**Specifications**

- Metal on metal contact: Non-contact
- Weight of target: 6 lbs
- Profile of target: 9”
- Installation time: 5 seconds
- Rolling compensation time: Forward
- Camera Resolution: 2,608 x 1,952, 20,000,000 px
- Track width: 80”
- Wheel base: 210”
- Distance to wall: 66” to 107”
- Short bay distance: 66”

**Adjustments**

Way up way out: Standard

**Measurements**

- SAI & included angle: Standard
- Set back: Standard
- Max steering angle: Requires standard wide-angle target extensions
- Live ride height: Standard
- Wheelbase difference: Standard
- Track width difference: Standard
- Tread width difference: Standard
- Lateral Offset: Standard
- Rear set back: Standard
- Axle offset: Standard
- SBDA: Standard
- Body angle: Standard
- Body wheel offset & setback: Standard
- Body roll: Standard
Dimensions / Weights
Width: 105”
Height: 105.5”
Depth: 30”
Vertical camera movement range: 60” – 95.5” (from floor)
Shipping weight: 510 lbs

Warranty
6 months labor and 3 years parts.

Also Included:
Wide-angle targets
Quick-change arms
Deep-wheel extensions
Target storage brackets
Protective rings for deep wheel extensions
Protective rings for quick-grip adaptors
TD targets
Quick-grip adaptors
Wheel-off adjustment kit that allows adjustments with a single remove and replacement of the wheel assembly.
Remote indicator that displays alignment reading when the technicians view of the console is obstructed.

Notes
Vendor is responsible for shipping, rigging, lifting, set up and installation
Sensors should be a Hunter HE421CM4 or an approved equivalent.
Alignment Scissor Lift Specifications:

**Standard Features:**
- Integrated airline for tools
- Sensor feedback system to keep runway level and stop if obstructed
- Velocity safety fuses that shut down in the event of hydraulic failure
- Safety locks that lock the runways at 16 level height positions
- Two movable work steps that may be moved to 12 secure positions
- Louvered ramps with built-in wheel stops
- Front wheel stops
- Two wheel chocks
- Built-in, full-length jack rails
- Built-in rub rails
- Built-in airline kit
- Complete operation from the console
- Chromed pins and Teflon bearings
- Inflation station that automatically fills or bleeds each tire
- Swing air jacks with a 6,000 lb capacity
- Lighting system that provides lighting underneath the vehicle
- Powerslide that locks slip plate and turn plates with a button

**Dimensions / Weights**

<table>
<thead>
<tr>
<th>Category</th>
<th>Measurement</th>
</tr>
</thead>
<tbody>
<tr>
<td>Maximum vehicle weight:</td>
<td>10,000 lbs</td>
</tr>
<tr>
<td>Maximum wheelbase:</td>
<td></td>
</tr>
<tr>
<td>General service:</td>
<td>184”/180”</td>
</tr>
<tr>
<td>Two-wheel alignment:</td>
<td>179”/175”</td>
</tr>
<tr>
<td>Four-wheel alignment</td>
<td>158”</td>
</tr>
<tr>
<td>Minimum Four-wheel alignment:</td>
<td>158”</td>
</tr>
<tr>
<td>Runway width:</td>
<td>24”</td>
</tr>
<tr>
<td>Lowered height:</td>
<td>8.75”</td>
</tr>
<tr>
<td>Maximum lifting height:</td>
<td>72”</td>
</tr>
<tr>
<td>Tread width</td>
<td></td>
</tr>
<tr>
<td>Minimum inside</td>
<td>40”</td>
</tr>
<tr>
<td>Maximum outside</td>
<td>88”</td>
</tr>
<tr>
<td>Motor:</td>
<td>208-230 VAC, 60 Hz, 26A, 1 ph</td>
</tr>
<tr>
<td>Air:</td>
<td>90-150 psi</td>
</tr>
<tr>
<td>Speed:</td>
<td>55 seconds (raise)</td>
</tr>
<tr>
<td></td>
<td>25-50 seconds (descent)</td>
</tr>
</tbody>
</table>

**Notes**
Vendor is responsible for shipping, rigging, lifting, set up and installation
Sensors should be a Hunter RX10LT-PS or an approved equivalent.

**Warranty**
6 months labor and 3 years parts.
Alignment Tool Kit Specifications:

This kit contains many of the more commonly used correction tools. Kit includes:
Full contact/dual angle rear shim tab cutting tool works equally well on both the original design and the new SYSTEM 2000 universal design.
3/8-in. drive bolt/nut remover
Tie rod adjuster for compact vehicles
Tie rod adjuster for full-size vehicles
Lt. truck tie rod tool for 1/2-in. drive
Toe adjuster for Ford Super-Duty
Tie rod adjusting tool
Tie rod adjuster for Chrysler “LH” models
Tie rod stabilizer for Chrysler “LH” models
Tie rod wrench for Chrysler “LH”
Sleeve adjusting tool
Sleeve outer wrench for Chrysler “LH”
Universal Inner Tie Rod Socket
GM upper control arm knock out tool
GM “W” body rear toe adjuster
Camaro/Firebird (1994 & newer) caster/camber adjuster
Camber/caster adjusting tool
Taurus/Sable sedan rear toe adjuster
Magnetic camber change gauge

Notes
Vendor is responsible for shipping and if required: rigging, lifting, set up and installation
Alignment kit should be a Hunter 20-2198-3 or an approved equivalent.

Warranty
Product to be free from defects in material and workmanship under normal conditions of use for a period of one year from the date of installation.
6-13-SS

March 6, 2013

SUMMARY SHEET

<table>
<thead>
<tr>
<th>VENDOR</th>
<th>BID PRICE</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
</tbody>
</table>